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The user will be prompted to enter the username and password 

There two type of users 
 

1. Admin 
2. Operator 

Login  



Main Screen 

 

1. Help the operator to find the empty and Total weight of the Rig 
2. Clicking on each Axle name, a detailed data will be displayed at the bottom 
3. Record Weight button to Record  weight 
4. Zero button to go to Zero Screen 
5. Loop button to go to Loop Screen 
6. Print button to Print the receipt 

Usage 

Screen Navigation 



Zero Screen 

1. This screen helps the operator to Zero all the sensors. It is important that signal must 
be received from all sensors before Zeroing any Axle group 

2. Zero button per Axle group to Zero a particular Axle group 
3. Reset button per Axle group to Reset the delta to previous value 
4. Home button to navigate to Home screen. 
5. Zero All button to zero all sensors in this Rig 
6. Reset All button to Reset the delta into previous value 
7. Loop button to go to Loop Screen 
8. Close button to Close this screen and go to home screen 

Usage 



Front Loader – Side Loader Screen - Dumps 



1. This helps the operator to load weights in a loop. Before calculating 
each weight, it is mandatory that signal must be received from all 
sensors. 

2. Weight 1 button get the current Rig weight  

3. Weight 2 button to calculate the Loaded weight/Net weight 

4. Record Net to store the current net weight 

5. Reset Total button to reset the total weight (restart the process) 

6. Print Receipt to print the customer receipt 

7. Zero All Sensors button to Zero Sensors PSI 

8. Zero Axle button to go to Zero Screen to Zero Axle groups 

9. Next Loop button to start the Next Loop Session 

10. Close button to close this screen and go to main screen 

Usage 



Add  Equipment   

Usage 

1. This screen helps the user to add New Equipment 
2. Select the Equipment Type, Enter Equipment ID, Enter number of Axle Group and 

description (Optional) about this Equipment 
3. Enter Axle Group name, Description (optional) and Number of Sensor in this Axle 

Group 
4. Enter Sensor number and Select the checkbox (optional) if it is Air Sensor and leave 

blank if it is a SG 
5. Save Equipment button to save this Equipment into Current Rig 
6. Close button to close this screen and go to Home Screen 



Configure New Rig 

1. This screen help the user to configure new rig from existing equipments 
2. Enter the equipment IDs separate by “–“ 
3. Click Search button to search the Equipments 
4. Click Configure New Rig button to save the search to current Rig 
5. Add Equipment button to go to Add Equipment page 
6. Clear button  to clear the entered Equipment Ids and search result 
7. Close button to close this screen and go to main screen 

Usage 



Calibration Current Rig 

Usage 

1. This screen helps the user to calibrate the current rig 
2. Auto PSI Lo button to load the current PSI into Lo PSI controls 
3. Auto PSI Hi button  to load the current PSI into Hi PSI controls 
4. Save button to save the calibration data. 
5. Edit button to modify existing data 
6. Print to button to print the saved calibration data 
7. Close button to close this screen and go to home page 



Reports 

Reports By Rig - Screen 

1. This screen helps the user generate Rig wise report. 

2. Enter the Equipment ID separated by “–“, select from and to date then click 
Generate report button. 

3. Clear button to clear the entered Equipment ID(s) 

4. Close button to close this screen and go to Main Screen. 

Usage 



Report By Rig – Report 

1. This screen helps the user to see the generated report as per the selection criteria. 
2. Click Re-Generate Report button to generate another report with different criteria. 
3. This report can be saved by clicking save icon in the top. 
4. This report can be printed by clicking print icon in the top 
5. Close button to close this screen and go to Main Screen 

Usage 



Report By Sensor - Screen 

Usage 

1. This screen helps the user generate Rig wise report. 

2. Enter the Equipment ID separated by “–“, select from and to date then click 
Generate report button. 

3. Clear button to clear the entered Equipment ID(s) 

4. Close button to close this screen and go to Main Screen. 



Report By Sensor - Report 

1. This screen helps the user generate Sensor wise report. 

2. Enter the Equipment ID separated by “–“, select from and to date then click 
Generate report button. 

3. Clear button to clear the entered Equipment ID(s) 

4. Close button to close this screen and go to Main Screen. 

Usage 
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